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＊All speci�cations are subject to change without notice.
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Mechanical Specifications

Electrical Specifications

 Speci�cations (Approximate Average Values)

Current Rating (Continuous) 0.9A

Self Inductance 0.29nH

Bandwidth @ -1dB 58.3GHz

DC Resistance ≦0.2Ω

Spring Force at Operating Travel 8.5gf (0.30oz.) 

Operating Temperature -45 to 120℃

Life Span at Operating Travel 1,000K Cycles

Operating Travel 0.25mm (0.010inch)

*

*

*Referencial Value 参考値
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PCB Side
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Unit: mm [inch]

Ø0.31
 [0.0122]

0.85
 [0.0335]

0.15
 [0.0059]

0.10
 [0.0039] Ø0.18

 [0.0071]

Ø0.31
 [0.0122]

1.25
 [0.0492]

0.15
 [0.0059]
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 [0.0118]

0.10
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Insertion Loss Data

-1dB@58.3GHz

KPS040-004CA

Bottom Plunger BeCu / Au Plated

Barrel BeCu / Au Alloy Plated

Spring Music Wire / Au Plated

Material and Finishes

Unit: mm [inch]Probe Outline 

R0.05
Ø0.15 [0.0059]

0.4
[0.0157]

1.1
[0.0433]

0.15
[0.0059]

0.5
[0.0197]

1.5
[0.0591]Preloaded

0.10
[0.0039]

Operating
0.15

 [0.0059]

Operating length
1.25

[0.0492]

Ø0.34 [0.0134]
Ø0.28 [0.0110]

Ø0.15
 [0.0059]

120°

30°


